
Revolving Tailstock Centres

The present compilation provides information about applications, special features

together with the most important data. The load values given in the individual tables

are based on speed at 100RPM

Reliable seal protects
bearing space from
ingress by dirt and
coolant. Reduced
friction heating up.

High-precision
bearings. Shaft borhole for easy

efficient dismounting.

Big secure support
surface for full axial
bearing load.

High-precision
needle bearing.

High-precision
concentricity.

Alloy Steel with
high load capacity
hardened and ground.
Modern head design with
bevelling for unhindered
approach of tool holder
and lathe tools.

bodyLive centre made of
wear-resistant tool steel
through-hardened to
withstand repeated
regrinding.

Shaft ground true to
gauge size.
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Tip angle 60 : - Body hardened and groundType 640 H

Revolving Tailstock Centres

Dia gage MT Indent Workpiece Concentr. Speed A K B Dia D Dia H Weight
plain no. weight max error max. RPM apprx. apprx

Kg.
apprx. apprx.

Kg

12.065 1 640H101 75 0.005 5000 54 17 36 15 6 0.5

17.78 2 640H102 150 0.005 5000 58 24 45 20 7 0.6

23.825 3 640H103 350 0.005 4000 64 27.5 50 25 6.5 1.3

31.267 4 640H104 650 0.005 3100 92 41 70 32 8.5 2.3

44.399 5 640H105 1400 0.005 2100 120 50.5 90 40 8.5 4.7

63.348 6 640H106 3500 0.005 1500 139 57.5 105 50 13 10.7

Specification subject to change without notice due to continuous improvement.
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